


Overview

• Xantrex Components
• Freedom XC Pro 3000 Inverter Charger

• 3000 watts of power

• 150 amps of charging

• Xantrex Smart Batteries
• 2X 310AH

• Bluetooth app

• Xantrex eGen Screen
• Control Center for the whole system



Freedom XC Pro 3000
1 LOt Lockout Inverter Ignition Control

2 10.5 Volts LBCO Voltage

3 300 Seconds LBCO Shutdown Delay Timer

4 11.4 Volts LBCO Recovery Voltage

5 OFF Hours Power Save Timer

6 diS Disable Power Save Mode

7 60 Hz Output Frequency

8 120 Voltage Output Voltage

9 3 KWatts Inverter Output Power Limit

10 300 Seconds Inverter Output power Limit Timer

11 APL Appliance Transfer Mode

12 90 voltage Ulility AC Under Voltage Level

13 ATO Auto restart Inverter Shutdown Recovery

14 BOn Audible Audible Alarm

20 USE Custom Battery Type

21 urN Warm battery Battery Temperature

22 14.6 Absorb Custom Absorb Voltage

23 14.4 Float Custom Float Voltage

24 150 Amps Charger Current

26 OFF Ignition Charger Ignition Control

27 diS Equalize Equalize Charging For Flooded Battery

28 35 Amps Shore AC Input Breaker for Load Share

99 ndF As is Reset all Settings to Factory

Display System Standard

Communication Layer RV-C

Battery Count 2

Sleep Mode off

Display Mode Basic

Config Output Mode Combiner

Screen Passive Mode Disabled

Invert Charging Display Enabled





Xantrex Smart Batteries





Firefly and Xantrex



Checking for Correct Settings on Firefly



Make sure it says 2 packsPush and hold until the screen changes

Checking for Correct Settings on Firefly
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Checking for Correct Settings on Firefly

Low Battery Cutout

Recovery Level

Output Voltage

Output Power
Limit Time

VAC Dropout

LBCO Shutdown
Delay

Output Frequency

Output Power Limit

Transfer Mode

10.5 V

11.4 V

120 V

300 sec

90 VAC

300 sec

60 Hz

3.0kW

Appliance



Checking for Correct Settings on Firefly

Shutdown Recovery

Audible Alarm

Battery Temp

Max Charge Current

Shore Breaker Size

Battery Type

Absorb Volts

Float Volts

Auto

On

Warm

150 A

35 A

CUSTOM

14.6 V

14.4 V



Checking for Correct Settings on Firefly



Common Concerns

• Xantrex batteries are LiFePO4 chemistry 
• The vehicle does not need to be in high idle for the batteries 

to charge
• Our Xantrex batteries control the alternator

• A QR code is on the icon screen so that you can quickly 
navigate to the Xantrex website for helpful information

• The best way to clear faults and issues with the Xantrex 
system is to plug it into shore or turn the vehicle on
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